
LA.EMLOCK

.1200
E n t r y p a s s  1 2 0 0 l b s  E M  L o c k

Features

Functions \ Model

Technical Specification

LA.EMLOCK.1200 were designed to meet fire/life 
safety applications by providing an auxiliary locking
mechanism that has no moving parts to bind or 
wear out for trouble free operation. This will ensure 
inhibited release at all times where they have 
become extremely prevalent in applications other 
than fire/life safety.

Suitable for interior & perimeter doors which requires 
medium security.

Holding Force

Operating Voltage

Current Consumption

Temperature

Lock Type

Description

12 Vdc

1200lbs
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500mA/250mA

-10° to 55°C

Fail-safe type

Dimension Electromagnet            266mm (L) x 67mm (W) x 40mm (H)

Armature plate           185mm (L) x 61mm (W)  x 16.5 mm (H)
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Indonesia

PT Brikom Entripas Indonesia

Jl. Griya Utama, Komplek Puri Mutiara Blok BF No. 17, 

RT.1/RW.20, Sunter Agung, Tj. Priok, Kota Jkt Utara, 

Daerah Khusus Ibukota Jakarta 14350.

Tel : +62 21 2937 6098

Email : info@entrypass.net

Singapore

No. 1, UBI View, #03-03, Focus ONE Building, 

Singapore 408555.

Tel : +65- 6841 7242

Fax : +65- 6841 3937

Email : info@entrypass.net

Malaysia

No. 40, Jalan TPP 1/10, Taman Industri Puchong, 

Batu 12 Jalan Puchong, 47160 Puchong

Selangor Darul Ehsan, Malaysia.

Tel : +603 8068 1929

Fax : +603 8062 6937

Email : info@entrypass.net

Ordering Information

LA.EMLOCK.1200                            Entrypass 1200lbs EM Lock
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