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Features

Functions \ Model

Technical Specification

Entrypass series electric strike lock offer cost effective 
solution with easy installation & suitable for variety of 
application. It is built-in with a micro switch that 
provides door status monitoring capability. All locks 
come with stainless steel face plate, designed to fit for
most types of Aluminum, Steel, Wooden or Brass door 
application.

Type

Dimension

Operation

Description

Fail-Safe Type, Narrow Type

160mm(L) X 24mm(W) X 31mm(D)

Operation current 190mA

12Vdc
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Monitoring With Door Status Signal feedback / monitored

Stainless Steel

Safety Approval CE

Electrical Specification Voltage: 12Vdc

Power Consumption: 2.3 watt max.

Current drawn: 170mA / 12VDC ( Fail Safe model )

190mA / 12VDC ( Fail Secure model )

Face Plate
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Indonesia

PT Brikom Entripas Indonesia

Jl. Griya Utama, Komplek Puri Mutiara Blok BF No. 17, 

RT.1/RW.20, Sunter Agung, Tj. Priok, Kota Jkt Utara, 

Daerah Khusus Ibukota Jakarta 14350.

Tel : +62 21 2937 6098

Email : info@entrypass.net

Singapore

No. 1, UBI View, #03-03, Focus ONE Building, 

Singapore 408555.

Tel : +65- 6841 7242

Fax : +65- 6841 3937

Email : info@entrypass.net

Malaysia

No. 40, Jalan TPP 1/10, Taman Industri Puchong, 

Batu 12 Jalan Puchong, 47160 Puchong

Selangor Darul Ehsan, Malaysia.

Tel : +603 8068 1929

Fax : +603 8062 6937

Email : info@entrypass.net

Ordering Information

S210MF                         Strike Lock (12Vdc, 190mA) Fail Safe monitored (narrow)

Dimension

LA.S210Mf 
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160

24
31

18


